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Initial 
Setup 

JedMed LED 50 HD II 

Initial Setup 

User Preset– Default to OTO/Neuro 

The JedMed LED 50 comes with several factory default seƫng opƟons.  Follow these 
steps to limit the device to the Otoscopy (OTO/Neuro) seƫng only.   

 

1. Press the ‘User’ buƩon unƟl the top leŌ corner of the screen shows OTO/NEURO 

2. Once OTO/NEURO appears in the leŌ hand corner of the screen the seƫng will be 
saved when the device is powered off. To check what preset the device is using, press 
the menu buƩon and the seƫng will show as the first item listed in the menu 

Shortcut Key—Default to OFF 

The buƩons on top of the otoscope camera head are config-
urable.  Follow these steps to turn the buƩon shortcut keys 
to “off”,  which will reduce the number of opƟons available 
and make the device more simple to use.   

 

1. Press menu buƩon to enter the menu 

2. Move down to the system opƟon using the ‘User’ buƩon 
to navigate down and  then press menu to select 

3. Move down to the SHORTCUT opƟon using the ‘User’ 
buƩon to navigate down and press menu to select 

4. Change all three shortcut keys to OFF by using +/- buƩons 

5. Return all the way back out and exit 

 

Note: WB buƩon navigates up, User navigates down, Menu 
selects items and in some screens -/+ are used to scroll 


